
 
 

ttc STANDARD STOCK COOLING COILS 
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Geometry 

 
Fin 
distance 
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Width 
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Circuits 

 
Air 
direction 

 
Material 

 
øRG 
 

 
Air flow 

CW300200         CW      -      ES      -      2,5      -      300      -      200      -      4R      -      2      -       V1      -      Cu/Al    1“ RG   550 

CW300300         CW      -      ES      -      2,5      -      300      -      300      -      4R      -      2      -       V1      -      Cu/Al    1“ RG   800 

CW450300         CW      -      ES      -      2,5      -      450      -      300      -      4R      -      3      -       V1      -      Cu/Al    1“ RG  1200 

CW400400         CW      -      ES      -      2,5      -      400      -      400      -      4R      -      4      -       V1      -      Cu/Al    1 “RG  1450 

CW600400         CW      -      ES      -      2,5      -      600      -      400      -      4R      -      6      -       V1      -      Cu/Al    1 “RG  2150 

CW500500         CW      -      ES      -      2,5      -      500      -      500      -      4R      -      5      -       V1      -      Cu/Al    1“ RG  2250 

CW600600         CW      -      ES      -      2,5      -      600      -      600      -      4R      -      9      -       V1      -      Cu/Al 1 ½“RG  3250 

CW750500         CW      -      ES      -      2,5      -      750      -      500      -      4R      -    10      -       V1      -      Cu/Al 1 ½“RG  3350 

CW900600         CW      -      ES      -      2,5      -      900      -      600      -      4R      -    12      -       V1      -      Cu/Al 1 ½“RG  4850 

CW1200800         CW      -      ES      -      2,5      -     1200      -     800      -      4R      -    16      -       V1      -      Cu/Al    2“ RG  8600 

 

ttc´s standard cooling coils can be dispatched from day to day for orders placed 
before noon! This applies to: 

  

• Air flow: From 550 m3/h to 4850 m3/h 

• Including drip tray 

• Suitable for ducts 

• For cold water/ glycol 
 

          
 

 
 

         Tubes/fins 
         Position 

         No. of circuits 
         No. of rows 
         Fin height (mm) 

Fin width (mm) 
         Fin pitch (mm) 
         Fin type/tube config. 
         Type 
          

 

Coil nomenclature: 

 

  

CW – ES - 2,5 – 500 – 500 - 4R – 5 - V1 - Cu/Al 
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